


XLamp 4550 & XR Family soldering & handling

Copyright © 2010 Cree, Inc. All rights reserved. The information in this document is subject to change without notice. Cree, the Cree logo and XLamp are registered trademarks 
of Cree, Inc.

77

Copyright © 2008-2010 Cree, Inc. All rights reserved. The information in this document is subject to change without notice. Cree, the Cree logo and XLamp are registered trade-
marks of Cree, Inc. This document is provided for informational purposes only and is not a warranty or a specification. For product specifications, please see the data sheets avail-
able at www.cree.com. For warranty information, please contact Cree Sales at sales@cree.com. Other trademarks, product and company names are the property of their respective 
owners and do not imply specific product and/or vendor endorsement, sponsorship or association.

Moisture Sensitivity

XLamp 4550 & XR family LEDs are shipped in sealed, moisture-barrier bags (MBB) designed for long shelf life. Each MBB 

is backfilled with inert nitrogen gas after being evacuated. As a result, the visual appearance of pressure in the MBB will 

vary from one bag to another. Visual appearance of the MBB is not an indicator of humidity in the MBB.

Humidity inside the MBB can be checked immediately after opening the MBB by inspecting the humidity indicator card. 

The pictures below provide a guide on how to read the humidity indicator card immediately after opening the MBB.

If XLamp 4550 & XR family LEDs are exposed to moist environments after opening the MBB packaging but before 

soldering, damage to the LED may occur during the soldering operation.

The following derating table defines the maximum exposure time (in days) for XLamp 4550 & XR family LEDs in the 

listed humidity and temperature conditions. LEDs with exposure time longer than the time specified below must be 

baked according to the baking conditions listed below.

Temperature
Maximum Percent Relative Humidity

30% 40% 50% 60% 70% 80% 90%

30 ºC 9 5 4 3 1 1 1

25 ºC 12 7 5 4 2 1 1

20 ºC 17 9 7 6 2 2 1

XLamp LEDs stored at < 30 ºC and < 30% RH will not require baking before reflow soldering. One method to verify these 

conditions is to keep the humidity indicator card with the LEDs. If the 30% RH circle on the humidity indicator card is 

blue, then the LEDs do not need to be baked. If the 30% RH circle is pink, then XLamp LEDs should be baked using the 

baking procedure listed on the next page.
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Moisture Sensitivity (continued)

Cree recommends keeping XLamp LEDs in their sealed moisture-barrier packaging until immediately prior to use. Cree 

also recommends returning any unused LEDS to the resealable moisture-barrier bag and closing the bag immediately 

after use.

Baking Conditions
It is not necessary to bake all XLamp 4550 & XR family LEDs. Only the LEDs that meet all of the following criteria must 

be baked:

1.	 LEDs that have been removed from the original MBB packaging.

2.	 LEDs that have been exposed to a humid environment longer than listed in the Moisture Sensitivity section above.

3.	 LED that have not been soldered.

Baking Procedure
Baking the LEDs will remove moisture from the package and reset the exposure time, as defined in the Moisture 

Sensitivity section above. Cree recommends baking any LEDs that may have been exposed to excessive moisture.

1.	 Remove LEDs or reel of LEDs from MBB packaging.

2.	 LEDs may be baked on the original reels.

3.	 Bake LEDs or reel of LEDs at 80 ºC for 24 hours.

4.	 Reflow solder the parts within one hour of baking or immediately store the parts in a container with < 20% RH 

(relative humidity).

IMPORTANT: Do not bake reels of LEDs at temperatures higher than 80 ºC. 

Storage Conditions
XLamp 4550 & XR family LEDs that have been unsealed from the original packaging but not soldered should be stored 

in one of the following ways:

•	 Store the parts in a rigid metal container with tight fitting lid. Place fresh dessicant and a RH indicator in the 

container to verify < 20% RH.

•	 Store the parts in a dry, nitrogen-purged cabinet or container that actively maintains < 20% RH.

•	 For short-term storage only: LEDs can be resealed in the original MBB bag soon after opening. Fresh dessicant may 

be needed. Use the included humidity indicator card to verify < 20% RH.

If an environment of < 20% RH is not available for storage, XLamp 4550 & XR family LEDs should be baked (described 

above) one hour before reflow soldering.
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Chemicals & Conformal Coatings

In the sections below we list a representative list of chemicals and materials to be used or avoided in LED manufacturing 

activities. For a complete and current list of recommended chemicals, conformormal coatings and harmful chemicals 

consult Cree’s Chemical Compatibility Application Note (www.cree.com/products/pdf/XLamp_Chemical_Comp.pdf). You 

should also consult your regional Cree Field Applications Engineer.

Recommended Chemicals
In testing, Cree has found the following chemicals to be safe to use with XLamp XR family LEDs.
•	 Water	 ●	 Lysol brand disinfectant spray
•	 Isopropyl alcohol (IPA)	 ●	 Scrubbing Bubbles brand bathroom cleaner
•	 Non-silicon thermal grease	 ●	 Tilex brand mold & mildew remover
•	 Arctic Silver & Arctic Alumina brand thermal grease	 ●	 3M Scotch-Weld epoxy adhesive DP-190 (polymeric
•	 Pledge furniture spray		  diamante, kaolin)
•	 Formula 409 brand cleaner	 ●	 Windex, Windex Outdoor & Windex Vinegar brand
•	 Fantastik brand cleaner		  cleaners
•	 Acrylic latex caulk

Recommended Conformal Coatings
In testing, Cree has found the following conformal coatings to be safe to use with XLamp XR family LEDs. Conformal 

coating should not be applied directly to or over the LED lens, as this may affect LED optical performance and reliability.
•	 Dow Corning 3-1953	 ●	 Humiseal 1B51NS
•	 Dow Corning 1-4105	 ●	 Humiseal 1B73
•	 Dow Corning 1-2577	 ●	 Humiseal 1C49LV
•	 Dymax 9-20557	 ●	 Shat-R-Shield
•	 Humiseal 1H20AR1/S	 ●	 Specialty Coating Systems – Parylene
•	 Humiseal UV40	 ●	 TechSpray Turbo-Coat Acrylic Conformal Coating 

		  (2108-P)

Chemicals Tested as Harmful
In testing, Cree has found the following chemicals to be harmful to XLamp XR family LEDs. Cree recommends not using 

these chemicals anywhere in an LED system containing XLamp XR family LEDs. The fumes from even small amounts of 

these chemicals may damage the LEDs.
•	 Cyanoacrylates (i.e., “Superglue”)	 ●	 Chemicals that might outgas aromatic hydrocarbons
•	 Dymax 984-LVUF conformal coating 		  (e.g., toluene, benzene, xylene)
•	 Loctite Sumo Glue 	 ●	 Methyl acetate or ethyl acetate (i.e., nail polish
•	 Gorilla Glue		  remover)
•	 Clorox bleach 	 ●	 Glycol ethers (including Radio Shack® Precision
•	 Clorox Clean-Up Cleaner spray		E  lectronics Cleaner - dipropylene glycol monomethyl
•	 Loctite 384 adhesive		  ether)
•	 Loctite 7387 activator	 ●	 Formaldehyde or butadiene (including Ashland
•	 Loctite 242 threadlocker		  PLIOBOND® adhesive)

Potential of Silver Tarnishing

XLamp MP-L EasyWhite LEDs contain silver plated parts that may tarnish (turn black) over time when exposed to 

oxidizing substances such as sulfur, chlorine, or other halogen compounds. Oxidation of the leads can reduce the ability 

to make a good solder connection and affect the light output of the LED. Exposure to oxidizing substances can come from 

materials used near the LED during manufacturing or from the air around the LEDs during storage.
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To reduce the potential of tarnishing for XLamp MP-L EasyWhite LEDs, Cree recommends that customers minimize 

exposure of the LEDs to oxidizing substances at all times, including storage, manufacturing and product testing. Potential 

sources of oxidizing substances include paper, air filters, some cleaning chemicals, cardboard boxes and rubber anti-

static mats

Assembly Storage & Handling

Do not stack PCBs or assemblies containing XLamp 4550 & XR family LEDs so that anything rests on the XLamp LED 

lens. Force applied to the XLamp LED lens may result in the lens being knocked off. PCBs or assemblies containing 

XLamp 4550 & XR family LEDs should be stacked in a way to allow at least 2 cm clearance above the LED lens.

Do not use bubble wrap directly on top of XLamp 4550 & XR family LEDs. Force from the bubble wrap can potentially 

damage the LED.
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Tape and Reel

All Cree carrier tapes conform to EIA-481D, Automated Component Handling Systems Standard.

330.2 mm

+
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Packaging and Labels

The diagrams below show the packaging and labels Cree will use to ship XLamp LEDs to manufacturers. XLamp LEDs are 

shipped in tape loaded on a reel. Each moisture barrier bag contains only one reel. Each box may contain multiple reels.

Label with Cree Bin 
Code, Qty, Lot #

Label with Cree Bin 
Code, Qty, Lot #

Vacuum-Sealed 
Moisture Barrier Bag

Dessicant 
(inside bag)

Humidity Indicator 
Card (inside bag)

Patent Label

Label with Customer Order 
Code, Qty, Reel ID, PO #

Label with Cree Bin 
Code, Qty, Lot #

Label with Cree Bin 
Code, Qty, Lot #

Vacuum-Sealed 
Moisture Barrier Bag

Dessicant 
(inside bag)

Humidity Indicator 
Card (inside bag)

Patent Label

Label with Customer Order 
Code, Qty, Reel ID, PO #

Label with Customer Order Code, 
Qty, Reel ID, P.O. #

Label with Cree Bin Code, Qty, Lot # Patent Label


